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STAINLESS STEEL BEVELED
ANCHOR PLATE (ASTM A240,
TYPE 304) CAST TO GIRDER
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SPACE SIX 5" ¢ X 6%" LONG STUDS

TO CLEAR PRESTRESSING STRANDS
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STEEL PLATE (ASTM A709
GRADE 50W) NO. 6 BLAST.

VULCANIZE PLATE TO

ELASTOMERIC PAD.
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STEEL LAMINATED ELASTOMERIC
BEARING ( DUROMETER 55 + 5 )
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END VIEW

1-6" X 14" X 10" PL.
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4-/g" THICK STEEL PLATES
) ASTM A709 GRADE 36 OR 50

SECTION THRU ELASTOMERIC BEARING
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BEARING NOTES

BEARINGS SHALL NOT BE PLACED AT A
TEMPERATURE GREATER THAN 85° F.

ALL MATERIAL USED FOR BEARINGS SHALL
BE PAID FOR AT THE UNIT PRICE BID FOR
"LAMINATED ELASTOMERIC BEARING PADS, EACH".

ALL STRUCTURAL STEEL BEARING PLATES SHALL
BE FLAT ROLLED WITH ALL SURFACES SMOOTH
AND FREE FROM WARP AND ALL EDGES SMOOTH,
STRAIGHT AND VERTICAL

ALL PLATE CUTS SHALL BE MACHINE OR MACHINE
FLAME CUTS.
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